KNX TOUCH PANEL TP110 and
KNX MOUNTING BOX MB110

MAIN FEATURES

© Smart Home Functions

- Lighting control

- Dimming control

- RGB control

- Shutter / Blind control

- Thermostat control
 Scene Functions

- Individual scene create

- Time dependent scene management
- KNX scene control

© Intercom Integration

- Voice and video call

- SIP support

- Missed call log with video
- Quick dial list

e Alarm and Security

- Magnetic, smoke, earthquake, flooding, gas leakage, motion detector integration

- NO and NC detector support

- Detector fake alarm barrier

- At home and outside alarm functions

- IP camera visualization

 Remote Control Apps (10S®/Android™)

PRODUCT CODES

PRODUCT PRODUCT CODES

KNX TOUCH PANEL TP110

KNX MOUNTING BOX MB110

DIMENSIONS

«Touch Panel Device Front and Side Dimensions

WRKTO1115AR

WRKT93105AR

« Mounting Box Front and Side Dimensions
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TECHNICAL DATA

Hardware Features

Operating Voltage 12-24V
Power Consumption 18W or less

Recomended Power Supply 12V -4,5A (per device)
and Permissible cable length  paximum 100 m at ©1.6 or 2.0 mm?

Operating Temperature -5~50°C
Relative Humidity 0-90 %
10 Inch
LCD Size
1024x600
0s Linux®
1 x 100 Mbit/s Ethernet port (LAN1)
1 x 100 Mbit/s Ethernet port (LAN2)
Interface

1x USB
3 x Digital Inputs / 2 x Dry Contact Outputs
Ethernet Standarts IEEE 802.3u / IEEE 802.3 ab

Maximum Wire Length
for Ethernet

8-30V pulsed (depends on the power
into the monitor)

100 m

Scanning voltage (Un) for Inputs

Scanning current (In) for Inputs 0.1mA

Scanning current In at switch on

Maximum 20 mA
for Inputs

Permissible cable length fc
ermissible cable length for Maximum 100 m at ¢1.2 or 1.2 mm?

Inputs
Endurance  Condition Inrush Current Consumption
Resistance load 50,000 times 5A L/R =0 - 150 W
Inductive load 20,000 times 5AL/R=7 ms 5A 120W
Motor load 6,000 times 137, 15A/80ms 330VA
cosp=0.4 cosp=0.7
CONNECTION

Outputs

Inputs
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