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KNX AREA / LINE COUPLER TP

B MAIN FEATURES Bl TECHNICAL DATA
e Connecting two TP lines as main line and sub line and the electrical

separation these lines from each other
© According to the address and parameters assigned to the device;
Use as field, line coupler or line repeater (without filtering) Current consumption <10 mA (from main line)
o Configured button to temporarily deactivate filtering for
commissioning and troubleshooting

Power supply 21...30V DC SELV

e Indicated operation and filtering statuses hy LEDs Dimensions (HXWxD) 90x36x71 mm
Mounting (IEC60715) 35 mm top-hat rail (TH35)
B PRODUCT CODES Width in space units 2 modules at 18 mm

KNX connector (red/black)

KNX bus connections S .
PRODUCT PRODUCT CODES for KNX TP main line & subline

KNX Area / Line Coupler TP WRKT21015NC Weight 629
= DIMENSIONS Operating temperature -5...45°C
Storage temperature -20...60 °C
: = - w | b Ambient humidity 5...93 % (non-condensing)
. Pollution degree (IEC60664) 2
| Protection type (IEC60529) IP20
:F Protection class (IEC61140) 1]
Overvoltage category (IEC60664) |II
) [ i ¥ Approbation (ISO/IEC14543-3) KNX-certified
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